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Black Jade™ series
Double Glass BiFacial N-Type TOPCon Solar Module

480~505w

Model: UL-***M-120BDGN

Maximum Efficiency:22. 81 %

Cutting Free Technology

I:I:I:I:I:I:I:I:I:I:I:I:I The half cells are made directly from half silicon wafer, reducing
power losses and hidden cracks

Longer Term Reliability

Passed the IEC63209-1:2021 standard test (With testing standards
2 to 3 times stricter than regular IEC requirements)

o Outstanding Mechanical load Resistance

2mm+2mm front and back sides tempered glass, sturdy and
durable, resistant to hail impact, with a snow load of 5400Pa
and a wind load of 2400Pa

Anti-PID(potential induced degradation)

Passed anti-PID test under 85°C damp heat 85% relative
humidity for 192 hours
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Lower LCOE

Lower shading and resistive loss Lower temperature coefficient
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Guaranteed Power
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Full-Scenario Resilience

Proven through rigorous resistance tests for salt mist,ammonia
corrosion, sand & dust, and LeTID degradation.

Year 1 15 30

,SYear Product Warranty ’% Power Degradation In The First Year

30 Year Linear Power Warranty O . 4% Linear Power Degradation

IEC61215,IEC 61730
c E 1SO 9001: 2015(Quality management systems)
- ISO 14001: 2015 (Environmental management systems)
CECw+ LAP| I 1S045001: 2018 (Occupational health and safety)
e UNI 9177 Fire Test: Class 1
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